Dopomat
Intensive cleaner and cleaner for scrubber driers

Features
Dopomat is a fast-acting and efficient cleaner for scrubber driers. It has very good
reticulation properties, does not foam and dries streak-free. The product removes
every kind of oil and grease. At a higher dilution rate, it also removes soiled coatings
of maintenance cleaner and of wax emulsion polish.

Ingredients (according to 648/2004/EC)
Nonionic surfactants 5-15%, water-soluble solvents, complexing agents, fragrances
(limonene).
pH value (concentrate): approx. 10
pH value (ready-to-use solution): approx. 8.5

Application
Suitable for final construction, intensive and routine cleaning of water-resistant hard
floor coverings, such as epoxy resin, clay floor tiles, stoneware, granite, quartz stone
as well as for final construction and intensive cleaning of water-resistant hard and resilient
floor coverings, such as magnesite screed floors, terrazzo tiles, marble, linoleum, rubber,
PVC, and polyolefin.
Not suitable for polymer-coated floors.

Directions
Routine cleaning
(wiping / mechanical wet cleaning):
Dilute 50-80 ml in 8 litres of cold water,
depending on the degree of dirt.
Intensive cleaning:
Dilute 100-300 ml in 8 litres of cold water.
Distribute the cleaning solution, scrub,
vacuum, rinse with clear water.
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Final construction cleaning:
Dilute 1-2 litres in 8 litres of cold water.
Distribute the cleaning solution, scrub,
vacuum, rinse with clear water.

Coverage per square metre


GHS 07, Warning (in concentrated form);
H 319 Causes serious eye irritation. P 280 Wear eye protection. P 305/351/338 IF IN EYES:
Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy
to do. Continue rinsing. P 308/313 IF exposed or concerned: Get medical advice/attention.
No consumer product according to 1999/44/EC Art. 1! For professional use only!


Packaging
10 litre container
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Wiping / mechanical wet cleaning: 1-2 ml
Intensive cleaning: 2-4 ml
Final construction cleaning: 60 ml

